KARCHER

XH 6 Q VERLANGERUNGSSCHLAUCH QUICK
CONNECT

Hochdruck-Schlauchverlangerung fur hohere Flexibilitat. 6 m robuster DN-8-Qualitatsschlauch fur lange Haltbarkeit. FUr K 2-K
7-Gerate mit Quick Connect-Anschluss.

Bestell-Nr. 2.641-709.0

Technische Daten

EAN-Code 4039784296275
Temperatur °C max. 60

Max. Druck bar 180

Lange m 6

Gewicht kg 0.8

Gewicht inkl. Verpackung kg 09
Abmessungen (L x B x H) mm 245 x 245 x 55
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KARCHER

6m Verlangerungsschlauch

Quick Connect-Anschluss

= Erweiterung des Aktionsradius, héhere = Schnellkupplungssystem zum einfachen
Flexibilitat. Anschluss von Pistole und Hochdruckschlauch.

KOMPATIBLE GERATE

= K 2 Battery

= K 2 Battery Set

= K 7 Compact

= K 7 Compact Home

= K 7 Premium Smart Control
= K 7 Premium Smart Control Home
= K 7 Smart Control

= K 7 Smart Control Home

= K 7 Power

= K 7 Power Home

= K 7 Premium Power

= K 7 Premium Power Home

= K 5 Compact

= K 5 Compact Home

= K 5 Premium Smart Control

= K 5 Premium Smart Control Home
= K 5 Power Control

= K 5 Power Control Home

= K 5 Smart Control

= K 4 Compact

= K 4 Compact Home

= K 4 Premium Power Control

= K 4 Premium Power Control Home

= K 4 Power Control

= K 4 Power Control Home

= K 4 Power Control Stairs

= K 3 Power Control

= K 3 Power Control Home T 5
= K 3 Premium Power Control
= K 2 Universal Edition

= K 25 Silent Limited Edition
= K 2 Power Control

= K 2 Power Control Home

= K Mini
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ZUBEHOR VON XH 6 Q VERLANGERUNGSSCHLAUCH QUICK CONNECT
2.641-709.0
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